—RAL
CBLIEA




GENERAL | ()1 SNAGED

LABORATORY OVEN | G-030

EN 932-5, ASTM C 127, BS-1377
Digital Thermostat & Indicator
Fitted with overheat thermostat

Temp max : 200° C [PID control)
Interior chamber : Stainless Steel
Exterior : Powder Coated

Insulated with thick mineral wool
Forced convection airflow
Supplied with:

~Shelves

Adjustable shelf positions
220-240V / 50Hz

Code G-030/120 G-030/250 G-030/400 G-030/600 6-030/1000
Capacity 120 Lt 250 Lt 400 Lt 600 Lt 1000 Lt
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WATER BATH | G-040

Digital Thermostat & Indicator
Interior Stainless Steel
Supplied with:

>S5 Cover

>Base Shelf

220 - 240V /50 Hz

Code G-040/6 G-040/30 G-040/60
Capacity b Lt 30 Lt 60 Lt

WATER STILL | G-045

Capacity : 3 lt/hr
Keeps water at constant level
220 - 240V /50 Hz

MUFFLE FURNACE | G-050

Digital Thermostat & Indicator
Temperature control by PID
220 - 240V /50 Hz

Code G-050/10 G-050/11 G-050/12
Max. Temperature 1000° C 1100° C 1200°C
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SIEVE | B-040

IS0 3310-1, ASTM E 11, BS

Frame and mesh stainless steel
Aperture on the metal label
Diameter: 20 cm  [B-040 / 200)
Diameter: 30 cm  [B-040/300)

Cover and Pan should be ordered separately

ASTM SET [ inch & No )
3"-21/2"-2" -1 2" - 14T -1 - 34" - 58" - 1/27 - 3/8” - 5/16" - 1/4”
No:4-5-8-10-12-14-16-18-20-25-30-35-40- 45-50 60-70-80-100-120- 140- 170 - 200 - 230 - 270 - 325 - 400

1SO/BS SET [ mm )
75-63-50-45-40-375-315-25-224-20-16-14-125-112 10-B-63-56-4-28-2
1.4-1-0.5-0.250 - 0.125 - 0.074 - 0.063

SIEVE SHAKER | B-041/20 SIEVE SHAKER | B-041/30
Lightweight Lightweight

Quiet Operation Quiet Operation

Compact and portable Compact and portable

Fast Clamping Fast Clamping

Built in timer Built in timer

220-240V /50 Hz 220-240V /50 Hz

@ 20cm B 30cm




SHAGD 01 | cEneraL

ELECTRONIC BALANCE

Rechargeable battery

Used both in labs and insitu
Taring facility

Under weighing mechanism
220 - 240V /50 Hz

Code ET30  ET15 ET ET3 ET600  ET300 ETIS0  HT20  HT12 HT2  HT200
Capacity 30 kg 15 kg bkg 3kg 600 g 300 g 150 g 20 kg 12 kg 2kg 2009
Readability =~ 05g 024 01g 005 001g 00059 0001g Oig 01g 001g  01mg

PLATFORM SCALE

Strong and robust
Push button taring facility
220 - 240V /50 Hz

Code BT60  BT150  BT300
Capacity 60kg  150kg  300kg
Readability 5q 10g Mg

MECHANICAL BALANCE

Can be used for specific gravity determination

Code MT 20 MT 2610  MT 310
Capacity 20 kg 261049 310¢g
Accuracy 19 0.1g 0.01g
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SPECIFIC GRAVITY FRAME | TS-100

Used for specific gravity determination
Moving platform

Water tank

Cradle

Balance should be ordered seperately

DENSITY BASKET | TS-105

Made from stainless steel
200 mm diameter
Complete with handle

SAMPLE SPLITTER | B-080

Used to halve/divide aggregates,sands,
soils and gravels
Chute :50/37.5/25/12.5 mm

MIXING TRAY | GNT

Stainless steel

Small /23 x 33 cm (GNT /01)
Middle / 28 x 43 cm (GNT / 02)
Large / 33 x 52 cm (GNT / 03)

Code GNT/01 GNT/02 GNT/03
Dimensions 23x33 cm 28x43 cm 33x 52 cm
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JAW CRUSHER | G-412

Material feed size < 50mm.
Jaws dimension: 100x350 mm,
Jaws are made of %16-18 Mn + 1.5 Cr.

Double action of jaws:
1. Opening/closing at bottom.

2. Crushing from up to bottom,

Jaw opening at the boltom is adjustable,
Complete with electric motor.

CYLINDRICAL CRUSHER | G-415

Material feed size < 20mm.
Cylinders are steel and hardencad.
Distance between cylinders is
adjustable.

Overload protection with 2 springs.
Feed hopper and collector,
Complete with electric motor.

DISC MILL | G-420

Material feed size < 5mm

Discs are made of %16-18 Mn + 1.5 Cr,
Distance between discs is adjustable.
Feed hopper and collector,

Complete with electric motar.
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COMPRESSOR | GL-01 | VACUUMPUMP | GL-02|  SCOOP | GL-03 AIR DRIER | GL-04
P d) * 0”\
PHMETER | GL-05 | STOPWATCH | GL-06 TIMER | GL-07 | LAB.TROLLEY | GL-08
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DIGITAL CALIPER ‘ GL-09

STEEL RULER | GL-10

HOTPLATE | GL-11

TROWEL | GL-12
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HAMMER | GL-13

RUBBERMALLER ‘ GL-14

SPOON | GL-15

TOOL KIT | GL-16
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SPATULA | GL-17 WIRE BRUSH | GL-18

HAIR BRUSH | GL-19 | MOISTURE TIN | GL-20

£ ™,
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SSSAMPLE TRAY | GL-21| MIXING BOWL | GL-22 | CALCULATOR | GL-23 | WASH BOTTLE | GL-24

PIPETTE | GL-26
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FUNNEL ‘ GL-29 SHOVEL | GL-30 CHISEL | GL-31 STRAIGHT EDGE | GL-32
UNIT WEIGHT MEASURES | BAK
Code BAK/ BAK/3 BAK/5 BAK/7 BAK/10 BAK/14 BAK/30
Capacity 1Lt 3Lt 5Lt it 10 Lt 14 Lt 30 Lt
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MEASURING CYLINDER - GLASS

100 ml - (GCM / 100)
250 ml - (GCM / 250)
500 ml - (GCM / 500)
1000 ml-(GCM / 1000)

Code GCM/100 GCM/250 GCM/500  GCM/1000
Capacity 100 ml 250 ml 500 ml 1000 ml
MEASURING CYLINDER - PLASTIC
25 ml |
50 ml |
100 ml |
250 ml | i :
="
Code GPM/100 GPM/250 GPM/500  GPM/1000
Capacity 100 ml 250 ml 500 ml 1000 ml

TEST BOTTLE

500 ml - (GCS /500 )
1000 ml - (GCS / 1000)
2000 ml - (GCS / 2000)

Code GCS/500 GCS/1000 GCS/2000
Capacity 500 ml 1000 ml 2000 ml

SPECIFIC GRAVITY BOTTLE /

PYKNOMETER

25ml

50 ml

100 ml

250 ml
Code GCP/25 GCP/50 GCP/100  GCP/500  GCP/1000
Capacity 25 ml 50 ml 100 ml 500 mL 1000 ml
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VOLUMETRIC FLASK

100 ml - ( GCBJ /100)
250 ml - (GCBJ /250)
500 ml - ( GCBJ /500)
1000 ml - (GCBJ / 1000)

Code GCBJ/100 CCBJ/250 GCBJ/500 GCBJ/1000
Capacity 100 ml 250 ml 500 ml 1000 ml

GLASS BEAKER

100 ml - (GCB/100)
250 ml - (GCB / 250)
600 ml - (GCB / 600 )
1000 ml - (GCB / 1000)

Code GCB/100 GCB/250 GCB/600 GCB/1000
Capacity 100 mlL 250 ml 600 mlL 1000 mt
PLASTIC BEAKER
100 ml - (GPB /100 )
250 ml - ( GPB / 250 )
600 ml - (GPB / 400 )
1000 ml - (GPB / 1000)
Code GPB/100 GPB/250 GPB/600 GPB/1000
Capacity 100 ml 250 ml 600 ml 1000 ml
MORTAR AND PESTLE | GHT DESICCATOR | GCD
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aaa ARl ot



GENERAL | 1 SLAGED

GLASS THERMOMETERS | GTC

Code 6TC/100 GTC/200 GTC/300  GTC/360

Range 0to110°C  0t0210°C  0t0310°C 0t0360°C

Graduation oe 12 i 1°C
DIAL THERMOMETERS | GTI /

Code GTI/70 GTC/300
Range -40to+70°C 0to300°C

MAX-MIN THERMOMETERS | GTMM

Code GTMM/50
Range -50to +50 °C
DIGITAL THERMOMETERS | GTD \
Code GTD/150 GTD/300
Range -50t0 150 °C  -50to +300 °C
NON-CONTACT INFRARED THERMOMETERS | GTIF THERMO - HYGROMETERS | GCD
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LOAD CELLS | LC

Standart Models are suitable for calibration and
all load cells are supplied with Digital Indicators.

Code LC/005 LC/030 LC/050 Lc/100 Lc/200 LC/600  LC/2000 LC/3000
Capacity 5kN 30 kN 50 kN 100 kN 200 kN 600 kN 2000 kN 3000 kN

LOAD RINGS | LR

Made from special steel.
Used for load measurement.

Supplied with digital dial 1/1000 mm

MECHANICAL
Code LR/01 LR/03 LR/05 LR/10
Capacity 10 kN 30 kN 50 kN 100 kN
DIGITAL
Code LR/01D LR/03D LR/05 D LR/10D
Capacity 10 kN 30 kN 50 kN 100 kN
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DIAL INDICATOR | DI

Wide Range of Dial Indicators for
various applications are available:

Code DI 25/0.01 DI 25/0.001D DI 12.7/0.001D DI 12/0.002 Di10/0.01 DI 5/ 0.001
Travel 25 mm 25 mm 12.7 mm 12 mm 10 mm 5mm

Graduation 0.01 mm 0.001 mm 0.001 mm 0.002 mm 0.01 mm 0.001 mm
Type Mechanical Digital Digital Mechanical ~ Mechanical Mechanical

VERNIER CALIPERS | VC

Available in two versions; Digital or Mechanical.

Code VC/150 VC/150 D
Range 150 mm 150 mm
Graduation 0.01 mm 0.01 mm
Type Mechanical Digital

16 |y O(W(LYEYA)
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COMPRESSION TESTERS

There are more than 4500 ALFA Compression testers all around
the world. we have 35 years of experience building these
machines.

We are proud to say that these machines are manufactured
100 % by ALFA.

STANDARDS.

EN 12390-4 and all other standarts applicable

ASTM C-39

CAPACITY:

From 250 KN to 3000 KN

MODELS: All models are automatlic controlled by computer or
dijital unit system with LCD graphical dala acquasition

TEST FRAME:

FRAME:

Either rigid 4 coloumn type or rigid welded steel construction.
PLATENS:

Upper and lower platens are ground and hardened with 55 HRC.
SEATING: Spherical seating for homogenuous loading.
GUARD:

Transparent fragment guard.

DISTANCE PIECES:

Distance pieces are supplied depeding on the specimen size.

CONTROL UNIT:

CONTOROL SYSTEM:

1. Computer controlled fully automatic

2. Dijital unit with LCD system.

HYDRAULIC PUMP:

Two pumps - first for rapid approach, second for precious pressure.
LOADING RATE:

Automaticly depending on sample type in accordance with Int’l
standarts.

CONTROL CONSOLE:

CONTOROL SYSTEM:

1. Computer controlled fully automatic

2. Dijital unit with LCD system.

HYDRAULIC PUMP:

Two pumps - first for rapid approach. second for high pressure.
LOADING RATE:

Automaticly depending on sample type in accordance with Int’l
standarts.

PRINTERS:

1.PC models are supplied with computers and printers (software included)
2. LCD models can be supplied with themal printers as well. (optional)

SAMPLES TO BE TESTED:
Cube moduls: 200 x 200 mm

190 x 150 mm

100 x 100 mm
Cylinder Moulds: 130 x 300 mm

100 x 200 mm

6" x12"

e

160 x 320 mm
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B001 | LCD

Fully Automatic.

Graphical - LCD Data Acquisiton Control Systemn.
Capacity : 2000 kN

Automatic Load Rate upon Sample Type.

Stops Automatically. when Test is completed .
Real time graph indication.

Total Load and also Per Area are given,

10.000 Test Results can be Stored and

Recalled either on Test No or Date.

Different units are available.

Calibration done easily on 1 or 2 or ... 5 pls.
Manual Control is available.

I weight of sample entered. Unit Weight is determined.
Rigid Frame with 4 coloumns,

Upper and Lower Platens in accordance with Int'l Specs.
Upper Seating for Homogenuous Loading.

Distance Pieces for cubes 15 cm and 20 cm & cylinder
mould

Voltage : 220 - 240 V / 50-60 Hz,




20

B-001 | PC

Fully Automalic - PC Controlled
Capacity : 200 Ton

Loading Rate upon Sample,

Data to PC via PLC

Sample Data Stored :

Date / Dimension / Client / Name ...
3 Test Results on one graph
Manuel Control for Calibration
Software and Connections

Upper and Lower platens : 53 HRC
Upper sealing

Acrylic Cover

220-240 V /50 Hz

PC & Printer for B-001/PC

fid
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CUBE MOULD -PLASTIC | B-011/15P

150 x 150 x 150 mm
Lightweight and Portable
Longlasting & Robust

CUBE MOULD - METAL | B-011/M

Surfaces are well machined
Easily Mounted and Demounted

B-011/20M B-011/15M B-011/15M

Code B-011/10M B-011/15M B-011/20M
Dimensions 100 x 100 x 100 mm 150 x 150 x 150 mm 200 x 200 x 200 mm

BEAM MOULD | B-017

Made of heavy duty steel

Code B-017/60 B-017/73 B-017/90
Dimensions 150 x 150 x 600 mm 150 x 150 x 750 mm 150 x 150 x 900 mm

EDEA | .
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CYLINDER MOULD - METAL | B-010

15x30cm
Easily Mounted and Demounted

5 Different sizes

04" x8"
100 mm x 200 mm
@ 150 mm x 300 mm
De&x12"
@ 160 mm x 320 mm

CYLINDER CAPPING SET | B-015

Capping Pot
=Thermostatically controlled
>Double wall / Isolated
Capping Apparatus

Supplied with ;

~Ladle

SLUMP SET | B-020

EN 12350, BS 1881, ASTM C143
Slump Cone

Base Plate

Slump Cone Funnel

Tamping Rod

VEBE TEST | B-130

EN 12350, BS 1881-104

Fixed amplitude and frequency
Supplied with :

~Acrylic Disc

=Slump Cone

=Tamping Rod

220- 240V /50 Hz

SOAGEN
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PAN TYPE MIXER I B-120

Capacity : 56 Lt

Easy lifting mechanism
Portable

Rotated by a motor reducer
Complete with blades
380/230V

DRUM TYPE MIXER | B-121

Capacity : 100 Lt
Lightweight but sturdy
Mixing blade built in
220- 240V /50 Hz

AIRMETER | B-320/B

ASTM C231, BS 1881-106
“B" Type Air-Meter

Capacity : 7 Lt

Reading up to : 22 %

Max Aggragate Size : 50 mm
Pump is Builtin

Staright edge, syringe

CURING TANK | B-140

ASTM C31, BS 1881-111

Digital Thermostat & Indicator
Dimensions : 2000 x 600 x 630 [h) mm
Supplied with :

~Base Rack

Water circulating Pump

Powder Coated

220 - 240V /50 Hz

23
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VIBRATING TABLE | B-125

Vibrating Table : 400 x 600 mm
Clamp Assembly for moulds
220- 240V /50 Hz

POKER VIBRATOR | B-128

Lab Type

1 mt Flexible shaft
Drameter = 25 mm
220 - 240V /50 Hz

CONCRETE TEST HAMMER | B-110

BS 1881-202, ASTM C805

Compressive Strength : 10 - 70 N / mm?2
Carborandum Stone
Carrying Case

DIGITAL CONCRETE
TEST HAMMER | B-110/D

BS 1881-202, ASTM C805

Compressive Strength : 10 - 70 N / mm2
Carborandum Stone
Carrying Case

TESTING ANVIL | B-117

Used for Test Hammers
Rebound Value : 80 + 2
Made of Stainless Steel

SOAGEN
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CORING MACHINE | B-061

Electric Motor

Two Speed

Water inlet [Hose)

Standart 1 2" thread

220 - 240V /50 Hz

Core Bits should be ordered seperately

CORE BITS

Diamonds are bronze welded.
Used for concrete/asphalt,
Bit length= 350 mm.

Code B-061/100  B-061/150
Core Bit Dia. 100 mm 150 mm

UNIVERSAL CUTTING
MACHINE| B-062

Supplied with:
>Complete Base Frame
>Water Pump
>Diamond Blade

220 - 240V /50 Hz

CRACK MICROSCOPE | B-250

Integral illumination
Rotating eyepiece
Focus adjustment
Range 0 to 4mm,
Divisions: 0.2mm
Sub-divisions: 0.02mm
Magpnification: x50
Supplied with:
~Wooden case
~Battery

~Calibration Certificate

O0ED
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ULTRASONIC TESTER | B-048

BS 1881, ASTM C 597

2 piezoelectric probes 55 KHz

2 cables (3.6 m/cable)

2 outlets for connection to the oscilloscope
Low battery condition alarm

ON/OFF switch

Calibration facility

Carrying case

COMPACTING FACTOR
APPARATUS | B-185

Two conical hoppers

A eylindrical mould fitted beneath the hoppers
Supplied with:

=Tamping Rod

CONCRETE WATER
IMPERMEABILITY TESTER | B-245

Two conical hoppers
A cylindrical mould fitted under the hoppers

@RLEA
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